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Leistung

Placa SNMP

Compativel com UPS e GMG

Multiprotocolo
Rapido

Seguro



Caracteristicas

UPS Products and M1 RS232
Power Generators )

Third-party UPS communication

NEW

Compatible with different
UPS Products and
Power Generators

Manage all stations in the network via RCCMD
Shutdown + Messaging

oBpmap

Seomless integration with other network programs.
and other SNMP management systems

HTTPS lJava /JUPSMON
8 cmyprogramexe Remote Program start

Network Message
Major At SNMP Trap
Email / SMS

FaciityBulding Management MODBUS over IP

Setup device  SFTP, setup/update Easy AUX/COM3 port setup of various dry contact add-ons

Matory Logfile 1 b > CON_R_AUX4
BACnet (optional) » CON_AUX4 £

Powerful COM2 facility management extension options
BACS - Battery Management System

4 B AN E D

Termperature montonng «— SENSORMANAGER

Sotup device «— Terminal Configuration

Omer apphcation (RS-232) «— Pipe-Through RS-232
FacityBuiang Management «— MODBUS RS232
UPS Dialer Modenm/PPP
PROFIBUS optional
Temporature «— SM_T_COM
Temperature and Humidty «— SM_T_H_COM

S T N T T W
LA N N R N A

As placas de interface SNMP Leistung garantem alta velocidade e seguranca de informacGes.

Possuem diversos protocolos de comunicagdo e é compativel com a maioria dos UPSs e GMG do mercado
de alta qualidade.

Protocolos e Funcionalidades Disponiveis

HTTPS/JAVA/UPSMON
SNMP v1,v2 ev3
SNMP Trap
Email/SMS
MODBUS over IP
DCHP

BACnet

Profibus

IPv4 e IPv6
RCCMD

E outros

 Services > Setup

snvp agent (@I webserver (L
Modbus Slave ( UNMS Server ‘
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RJ45 (100Mb)
RS 232
RS 485

0PS Statee: € UPS Qs (K
ax g ¢ BACS: @ Savus Fiowr chasgeng

DPA
Seral number: DIM 051481
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Alarmes e Sinotico

Configuraveis
Visualizacao limpa, intuitiva e clara

Acessivel via web browser

L

Input .AI- a—» Output
L1: 229V 50 Hz H L1: 230V 0A 50Hz

Ext. Information Battery f1|_-
Device Temp.: 36.0 °C Pos.Voltage: 27.10V
Neg.Voltage: 0V
Time 999 Min
Capacity 100 %
On Battery: 0 Sec
Advanced
Attachments
Format
Log

Automatically send a Copy

To Receiver Email Address

EspecificacOes Técnicas

50% 100% 150%
| |

L1 0%

Include Event Log Include Data Log

Database Interface Format

Errors only v

for all sent Emails On scheduled Jobs

SNMP R2 (Para UPS trifasico) SNMP | (Para UPS monofasico)

Network / LAN 10/100Mbit
RS232 2

Modbus over IP Standard
Bacnet over IP Standard
Remote Syslog Standard
Radius Server Support Standard
MIB File RFC 1628
Temperatura de Operagao 0-60°C

Para mais informacdes, favor entrar em contato com o setor de Vendas Leistung.

w www.leistung.ind.br

Leistung Industria, Comércio e Servicos de Sistemas de Energia Ltda.
Av. Pocos de Caldas, 2469 - Distrito Industrial, ltajuba - MG, 37504-126

+55 35 3622-9545 / 3622-5010
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